
LED

Physical

Electrical

Diameter: 90mm
Height: 186mm
Tilt max: 120°
Rotation: 355°
Housing material: aluminium
Finishing: powder coated

Optic material: PC lens
Beam angle: 15°/24°/36°/60°

Model NO.:HYRO A1190L (CAB)
Color of finishing: White/Black
IP Rating: IP20
Luminous flux(±10%): 2700K
2700lm 3000K CRI>Ra90, 2900lm
4000K CRI>Ra90, 3000lm
5000K CRI>Ra80, 3100lm

CCT&CRI: 2700/3000/4000K
CRI>Ra90 5000K CRI>Ra80
Initial MacAdam: ≤3 SDCM
LED Brand: CITIZEN

Dimming method: CASAMBI APP Blue tooth
control Dimming range: 3~100%
LED driver brand: TCI
Input voltage: 220~240V~50/60Hz
Load wattage: 30W
Power factor: >0.9
Working temperature: -20~40°C
Protection: Class II

Housing material: aluminium

Finishing: powder coated  
Package

Product datasheet

KLEM A1190L (CAB)

Product description
LED track light 30W
High CRI, 2700K/3000K/4000K/5000K
Zoomable lens beam angle 15°/24°/36°/60°
Indoor lighting

Mounting Type
4 Wire 3 phase

Optical

General

KLEM A11 Series LED Track Light

CRI>Ra90,

Features
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Light distributions
A11 30W 4000K Ra90 15D A11 30W 4000K Ra90 60D
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